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Tie Line Asset Registration Form (ARF) Requirements 

  
Please note the Tie Line ARF serves as an Initial Registration, Modification or Retirement of a tie 

line.  For your reference, ISO New England Manual 28 (M-28), Section 12 provides most of the 

governing language on Asset Registration (http://www.iso-

ne.com/rules_proceds/isone_mnls/index.html). 

 

The Participantôs letterhead should be used at the top of the ARF. If the Participant does not have its 

own letterhead, whoever represents it as its owner/subsidiary can use its letterhead at the top of the 

ARF.  The body of the document must clearly state the Asset Owner of the Generator. 

 

Per M-28, Section 12, ARFs may be faxed or mailed.  E-mailed ARFs cannot be processed. 

Section 1 ï Submitting Party Information 

 

 

Desired Implementation Date:  

 New Assets:  

A Desired Implementation Date for new assets must allow for 5 Business Days for the ISO and the 

Host Participant Assigned Meter Reader to review the Tie-Line ARF and accurately model the asset. 

 Changes on Existing Assets: 

The ISO approves or disapproves registration changes to existing assets within two business days and 

notifies all parties named in the ARF. 

Data Revision #: 

The revision number for an Initial Registration is always zero.  The revision number is increased by 1 

each time a change is made.  The current revision number may be obtained from the ISO or left blank. 
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